
Diagnostic List obdii_v6.53
Remark：
1.√ ： means that the system has this function
2. - ： means that the system does not have this function
3.compared with the last version, the new added function is marked in red color.

Protocol Function

Generic OBDII and EOBDII Ready Monitor Stored Codes Pending Codes Clear Codes Data Stream Freeze Frame

OBDII SAEJ1850 PWM Mode √ √ √ √ √ √
OBDII SAEJ1850 VPW Mode √ √ √ √ √ √
OBDII ISO14230 KWP Fast Mode √ √ √ √ √ √
OBDII ISO14230 KWP Address Mode √ √ √ √ √ √
OBDII ISO9141-2 ISO Address Mode √ √ √ √ √ √
OBDII ISO15765-4 CANBUS 11Bit Mode √ √ √ √ √ √
OBDII ISO15765-4 CANBUS 29Bit Mode √ √ √ √ √ √
OBDII ISO27145-4 CANBUS 29Bit Mode √ √ √ √ √ -

Protocol Function

Generic OBDII and EOBDII DTC Lookup Oxygen Monitor
On-Board 
Monitor

Component Test Information Service Codes

OBDII SAEJ1850 PWM Mode √ √ √ √ √ -
OBDII SAEJ1850 VPW Mode √ √ √ √ √ -
OBDII ISO14230 KWP Fast Mode √ √ √ √ √ -
OBDII ISO14230 KWP Address Mode √ √ √ √ √ -
OBDII ISO9141-2 ISO Address Mode √ √ √ √ √ -
OBDII ISO15765-4 CANBUS 11Bit Mode √ - √ √ √ √
OBDII ISO15765-4 CANBUS 29Bit Mode √ - √ √ √ √
OBDII ISO27145-4 CANBUS 29Bit Mode √ - - - √ -
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